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State Classification II – Corporate/Business (SC-II):  Located in urbanized environment or in a rural location with a 
multi-jurisdictional service area, the SC Airports System Plan has determined that these airports should have runways 
that are a minimum of 5,000 feet x 100 feet with Airport Reference Code (ARC) designations of B-II or C-II.  The airport’s 
annual economic impact to the state of South Carolina has been quantified within the range of $2 million to $222 million 
as defined in the South Carolina Economic Impact of Aviation (May 2006).1  These airports offer the full range of fuels 
and aviation services, instrument approach procedures, and are forecasted to have a growing population of based aircraft 
and annual operations. The future activity profile consists of between 30% and 50% of corporate and business 
operations with a smaller number of recreational or private users.  The airports are not constrained by surrounding 
incompatible land uses or environmentally sensitive areas and have expansion capability for not only runways and 
taxiways but for support facilities such as apron, hangar and terminal facilities.  Corporate/Business airports should 
have LPV approach minima of no higher than 250-3/4.

All minimum airport design standards for Classification II airports shall be based on the FAA Airport Reference Code 
(ARC) B-II or C-II with the following additions:

* Shall have an Airport Layout Plan approved by SCAC,
* Runway length shall be 5,000 feet,
* Runway width shall be 100 feet,
* Runway strength shall be 60,000 pounds dual wheel load,
* Runways shall have unobstructed approaches in accordance with FAA AC 150/5300-13,
* Airport shall attempt to achieve RNAV (GPS) LPV instrument approach minimums on the primary Runway of 250   
feet and ¾ mile,
* Runway to taxiway centerline distance shall be 300 feet,

1 Wilbur Smith Associates in association with EDR Group and Franks and Associates (May 2006).  South Carolina 
Economic Impact of Aviation.  Prepared for The South Carolina Aeronautics Commission.
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ROCK HILL/YORK CO/BRYANT FIELD - UZA ROCK HILL, SOUTH CAROLINA 
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http://www.scaeronautics.com/IFR.asp?cboIFRApt=UZA&cboIFRYr=2012
http://www.scaeronautics.com/IFR.asp?cboIFRApt=UZA&cboIFRYr=2012


ROCK HILL/YORK CO/BRYANT FIELD - UZA 

Airport Profile
Elevation

Lighting Schedule

666.00' MSL

DUSK-DAWN

Magnetic Var 05°W

Latitude:

Longitude:

34-59-16.2000N

081-03-25.8000W

ROCK HILL, SOUTH CAROLINA 

Edge Approach Traffic 
ID Length Width Surface VGIS REILS Lights Lights  Pattern 

Runway Information 

02/20 5500 100 ASPH-G NoneP2L/P2L MED MALSR/ Standard

02/20 5500 100 ASPH-G NoneP2L/P2L MED MALSR/ Standard

Gross Wheel Weight

ID SW DW DTW DDTW Surface

02/20 78 104 ASPH-G

02/20 78 104 ASPH-G

ID Type FREQ Direct/Distant

NAVAIDS

ATIS ATC WEATHERRCO

UNICOM CTAF FREQ FREQ ID FREQ PHONEFREQ

Communications

123.050 123.050 126.850 120.05 CLT 120.775 (803) 981-9388

Hyperlink to airport drawning diagram

Hyperlink to airport economic impact 
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http://WWW.scaeronautics.com/AptDiagrams.asp?FAAID=UZA
http://WWW.scaeronautics.com/systemplan/images/EconomicImpactRptsPdf/EIR_UZA.pdf


Capital Improvement Program

Project
CostDescription

Project Federal 
Share 

Non-
Primary

Entitlements Discretionary State Local

2014

Taxiway Overlay and Fire Station 
Access Road (Construction)

$1,329,650 $1,196,685 $0 $1,196,685 $66,483 $66,482 5% 5%90%

Apron Overlay (Design) $85,000 $76,500 $53,898 $22,602 $4,250 $4,250 5% 5%90%

Taxiway Overlay and Fire Station 
Access Road (Construction)

$1,329,650 $1,196,685 $0 $1,196,685 $66,483 $66,482 5% 5%90%

Taxiway Overlay and Fire Station 
Access Road (Design)

$106,780 $96,102 $96,102 $0 $5,339 $5,339 5% 5%90%

Totals for 2014 $2,851,080 $2,565,972 $150,000 $2,415,972 $142,555 $142,553 

2015

Apron Overlay (Construction) $1,257,300 $1,131,570 $150,000 $981,570 $62,865 $62,865 5% 5%90%

Totals for 2015 $1,257,300 $1,131,570 $150,000 $981,570 $62,865 $62,865 

2016

RPZ Land Acquisition 
(Associated with Runway 
Extension)

$600,000 $540,000 $0 $540,000 $30,000 $30,000 5% 5%90%

Benefit-Cost Analysis & 
Environmental Documentation 
for Runway Extension

$280,000 $252,000 $150,000 $102,000 $14,000 $14,000 5% 5%90%

ALP Update $150,000 $135,000 $0 $135,000 $7,500 $7,500 5% 5%90%

500' Runway Extension - Phase I 
Grading and Drainage (Design)

$565,000 $508,500 $0 $508,500 $28,250 $28,250 5% 5%90%

Corporate Hangar Taxilane - 
Phase II (Design)

$32,000 $28,800 $0 $28,800 $1,600 $1,600 5% 5%90%

Totals for 2016 $1,627,000 $1,464,300 $150,000 $1,314,300 $81,350 $81,350 

2017

Apron North of Existing Apron - 
Phase II (Design)

$50,000 $45,000 $0 $45,000 $2,500 $2,500 5% 5%90%

Road Relocation (Associated 
with Runway Extension)

$1,620,000 $1,458,000 $0 $1,458,000 $81,000 $81,000 5% 5%90%

Corporate Hangar Taxilane - 
Phase II (Construction)

$243,200 $218,880 $150,000 $68,880 $12,160 $12,160 5% 5%90%

Totals for 2017 $1,913,200 $1,721,880 $150,000 $1,571,880 $95,660 $95,660 

2018

Drainage Remediation 
(Construction)

$990,000 $891,000 $0 $891,000 $49,500 $49,500 5% 5%90%

Drainage Remediation (Design) $75,000 $67,500 $0 $67,500 $3,750 $3,750 5% 5%90%

Apron North of Existing Apron - 
Phase II (Construction)

$550,000 $495,000 $0 $495,000 $27,500 $27,500 5% 5%90%

Localizer Replacement $272,550 $245,294 $0 $245,294 $13,628 $13,628 5% 5%90%

500' Runway Extension - Phase I 
Grading and Drainage 
(Construction)

$2,541,000 $2,286,900 $150,000 $2,136,900 $127,050 $127,050 5% 5%90%

Localizer Replacement $272,550 $245,295 $0 $245,295 $13,627 $13,628 5% 5%90%

Totals for 2018 $4,701,100 $4,230,989 $150,000 $4,080,989 $235,055 $235,056 

bottom
Printed 10/8/2013  12:59:54PM



bottom
Printed 10/8/2013  12:59:54PM



20 Mile Drive Distance Map

bottom
Printed 10/8/2013  12:59:54PM


